LOV Software Update Instructions

To update the software follow the attached instructions. If you
have any problems or questions call Frymaster at 1-800-551-

8633.

Loading Software from an SD card.

Updating the software takes approximately 30 minutes per bank. Ensure the store has enough
product cooked while updating the fryers.
e The software only needs to be loaded in ONE controller and it will update all the
controllers and boards in the system.
e Ensure that a 120 ohm terminator resistor (PN 8074552) is in the far right controller. If
not the software will not update properly. Also one must be in either the ATO board or
LON board.
e To update the software, follow these steps carefully:

1.
2.

10.

11.

Switch ALL controllersto O F F.

The controller bezel is held in place by tabs at the top and bottom. Slide the metal
bezel up to disengage the lower tabs. Then slide the bezel down to disengage the
upper tabs.

Remove the two screws in the top corners that attach the left controller.
Hinge down the controller.

Remove the two screws on the left side cover plate of the
M3000 controller (see Figure 1).

Insert the SD card, with the contacts facing down and the
notch on the bottom right (see Figure 2 and 3), into the slot
on the left side of the M3000. ENSURE THE CARD IS
FULLY INSERTED INTO THE SD CARD SLOT.

Once inserted, UPGRADE IN PROGRESS s
displayed on the left display and W AT on the right.

The display changesto L UPDATING on the left and
the percentage completed appears on the right. The
display counts up to 100 on the right, then a flashing

B0 0T is displayed. DO NOT REMOVE THE CARD
UNTIL THE DISPLAY PROMPTS TO DO SO IN
STEP 10.

Then UPGRADE IN PROGRESS isdisplayed on the
left display and W AT on the right again followed by
CO0K HEX, MIB HEX, RIF HEX ending with ATO
H EX displayed on the left and the percentage complete on
the right.

The display then changesto REMOVE S0 CARDon
the left and 10 0 on the right.

Remove the SD card using the fingernail slot on the top of
the SD card.
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12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

Once the SD card is removed the display changes to
CYCLE POUWER

Cycle the control power using the hidden
reset momentary rocker switch under the
left control box in gas (see Figure 4) or
behind the right control box in electric
(see Figure 5 ). HOLD THE SWITCH
FOR 15 SECONDS ENSURING THE
MIB BOARD HAS POWERED
FULLY DOWN.

The left controller displays O F F. The
remaining controllers display a flashing
B 0 0T while the program is transferred.

. Figure 5
An EXCEPTION MISCONFIGURED ENERGY TYPE error may appear

on the left controller while controllers are rebooting. If this happens, enter 1234 on
the left controller. The display changes to LA NGUR G E on the left and
E NG LISH on the right. To change the entry use the < FLTR and FLTR >

buttons. To navigate to the next field, use the ¥ INFO button. Once all parameters
have been setup, press * (2) button to exit. SETUP COMPLETE is displayed.

When the update is complete the M3000 displays O F F. The MIB display will
remain blank while software is loading, changing to show the vat numbers. Once
the LED’s stop blinking, the MIB board will display f.

Cycle the control power using the hidden reset momentary rocker switch behind
the right control box again as shown in step 18 ENSURING THE SWITCH IS
HELD FOR 10 SECONDS. WAIT ANOTHER 20 SECONDS UNTIL THE
MIB BOARD HAS FULLY RESET BEFORE CONTINUING.

With the controller displaying 0 F F, VERIFY software update by pressing the
TEMP button to check updated M3000/MIB/ATF/ATO/OQS (if applicable)
version on EACH controller. The version numbers should be M3000
25.0359.00, MIB 25.0359.00, AIF 25.0359.00, ATO 25.0359.00 and OQS
80.0112.00, 80.0111.00. 80.0110.00 or 80.0109.00 (if applicable) for both
electric and gas. The SD card only displays v359. IF ANY OF THE
VERSION NUMBERS DO NOT MATCH THE ABOVE NUMBERS SOME
OF THE BOARDS DID NOT UPDATE, REPEAT THE PROCESS
STARTING WITH STEP 6 AGAIN. Otherwise continue to the next step. It may
be necessary to update the individual controller.

Once the software has been updated and the versions are correct, replace the cover
and screws covering the SD card slot.

Reinstall the screws attaching the controllers and bezel by reversing steps 2
through 5.

CYCLE ALL POWER ONE FINAL TIME USING THE HIDDEN RESET
BUTTON BEHIND THE RIGHT CONTROL BOX IN ELECTRIC OR
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22.
23.
24.

25.
26.
27.

28.

29.
30.
31.
32.
33.
34.
35.

BELOW THE LEFT CONTROL BOX IN GAS (see Figure 4 and 5).
ENSURE THE BUTTON IS HELD FOR AT LEAST 15 SECONDS TO
DRAIN THE POWER DOWN FROM THE MIB. WAIT AN ADDITIONAL
30 SECONDS TO ENSURE THE MIB BOARD HAS FULLY RESET
BEFORE STARTING ANY FUNCTION; OTHERWISE A FILTER BUSY
WILL BE DISPLAYED.

Press and hold the two outer filter buttons until TECH MO DE is displayed.
Enter 1650, CLEARR PASSWORDS is displayed.

Press the INFO button once. FILTER PRD TIME is displayed on the left side
and 25 is displayed on the right. IF ANY OTHER NUMBER OTHER THAN
25 1S DISPLAYED, ENTER 25. This only needs to be performed on one
controller in each battery. If FILTER PAD TIME is displayed on the left side
and DISABLED is displayed on the right, a communication break has occurred
between the left controller and the MIB or between controllers. Check this on each
controller to determine where the loss of communication occurred. Ensure all
connections are secure and all pins are fully seated into connectors.

Press the INFO button again.

Press the % (2) button to exit.

Turn on the fryers and allow them to reach setpoint.

With the fryer on perform a forced auto filter cycle on each vat except the fish vat
by pressing and holding one of the filter buttons. FILTER fME NU is displayed
changingto RUTO FILTER.

Press the (1 v') button.

FILTER NOW YES/NOisdisplayed.

Press the (1 v') button.

SKIM VAT is displayed changingto CONFIRM.

Press the (1 v') button. The auto filter cycle should start.

Once the filter cycle is complete, repeat on each vat in the fryer.

Once all vats have been successfully filtered the software update is finished.

819-7461 10/2017




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


