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Follow these instructions to install 
the Probe Guard in Tube Fryers. 
 

1. Turn off the controller. 
2. Drain the oil from the frypot by 

pressing the hand icon in the lower 
left corner of the screen. 

3. Select ADVANCED FILTER OPTIONS. 
4. Press the down arrow.  
5. Select DRAIN TO PAN. 
6. Press the check (√) button. 
7. Press the BLUE button to start draining.  
8. Once the vat is empty press the (√) button. 
9. Ensure the probe is straight and not 

bent in a way that it will touch the 
probe bracket. Ensure it is correctly 
located in the bracket (see Figure 1). If 
the probe is banged up and working 
correctly, it will NOT be replaced under 
warranty.   

10. The bracket has 
two hooked tabs 
that are closest 
to the side with 
the three (3) oval 
staggered 
openings (see 
Figure 2). 

11. Using the photo 
as a reference 
for orientation, ensure 
the three (3) oval 
openings that are lined 
up in a straight row are 
towards the front wall 
of the frypot (see Figure 3). The three (3) staggered oval openings should be towards the rear of the frypot. 

12. Lower the the guard over the probe as shown about a ½” inch from the front fryer wall, and slide the probe 
flush against the front wall of fryer (see Figures 4 & 5).  The pre-bent tabs should hook on the probe bracket, 
towards the rear of the fryer.  

13. Verify that the probe DOES NOT TOUCH the new probe guard (see Figure 6). Continued on next page.  
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14.  Using small channel lock pliers, bend the two (2) tabs closest to 
the front wall, towards the center of the bracket, to lock the guard 
over the probe bracket (see Figure 7).  

15. Once the tabs are bent, lift up on the probe guard to ensure that it 
can’t be removed.  If loose, tighten a little more to ensure a tight 
grip. 

16. Fill the frypot with oil by either pressing the check (√) 
button at the prompt FILL FROM PAN if the message is still 
on the controller.  If not, by pressing the hand icon in the 
lower left corner of the screen. 

17. Select ADVANCED FILTER OPTIONS. 
18. Select FILL VAT FROM PAN. 
19. Press the check (√) button. 
20. The vat will begin filling. Once the frypot is full of oil, press the 

check (√) button. 
21. Repeat steps on any adjacent frypots. 
22. If the guard needs to be removed later to replace a probe, use a 

hammer and screwdriver to bend and unlock the tabs (see Figure 8). 

 
Figure 8 

 

 
Figure 7 


