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*8198073*  

 

 

 

 

Follow these instructions to replace 

the TOP E-clip with a Grip-clip 

 

NOTE: Good External Snap Ring Pliers 

Required 

 

1. Turn off the controller. 

2. Drain the oil from the frypot by 

pressing the hand icon in the 

lower left corner of the screen. 

3. Select ADVANCED FILTER OPTIONS. 

4. Press the down arrow.  
5. Select DRAIN TO PAN. 

6. Press the check (√) button. 

7. Press the BLUE button to start draining.  

8. Once the vat is empty press the (√) button. 

9. The magnet on the float switch is on the 

normally closed (N.C.) side.  This side 

should always be oriented toward the 

bottom of the float switch when mounted 

on the shaft (see Figure 1). If the normally 

closed (N.C.) side can’t be 

determined, a paper clip can 

be used to detect the 

magnetic side of the float 

switch. 

10. Insert a paper clip into 

float switch.  If more of 

the paper clip is exposed, 

that is the normally closed 

(N.C.) side (see Figure 2).  If 

less of the paper clip is exposed, that is the 

normally open (N.O.) side (see Figure 3).  

11. The float is held in place by an E-clip (see Figure 4). 

12. Using a screwdriver carefully remove the top E-clip (see Figure 5). 

13. Only the top clip needs to be replaced.  

14. Using a good set of snap-ring pliers, gently spread the grip-clip ring and attach to the 

top groove of the shaft (see Figure 6 & 7). 

15. Ensure the grip-clip is locked into the groove (see Figure 8). 

16. Fill the frypot with oil by either pressing the check (√) button at the prompt FILL FROM 

PAN if the message is still on the controller.  If the message is not visible, press the 

hand icon in the lower left corner of the screen. 

17. Select ADVANCED FILTER OPTIONS. 

18. Select FILL VAT FROM PAN. 
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In This Kit 

Part # Description Qty 
8105119 SNAP RING CLIPS 7 

8198073 FLOAT SWITCH GRIP CLIP KIT INSTRUCTIONS 1 

 

N.O.

N.C.
Magnet

 
Figure 1 

 

 

 

 

Figure 2 (N.C.) 

Subject: 8263865 Float Switch Grip Clip Kit Instructions 
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Figure 3 (N.O.) 

 

Figure 5 

 

Figure 4 

 

Figure 6 

 

Figure 7 

 

Figure 8 
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19. Press the check (√) button. 

20. The vat will begin filling. Once the frypot is full of oil, press the check (√) button. 

21. Repeat steps on any adjacent frypots. 

22. Test the function of the float switch by turning the gas valve to the OFF position on the vat. 

23. For Raising Cane’s, pulling the float switch up for approximately four seconds, you should feel the relay on the 

time delay relay board energize.  Drop the float switch and you should feel the relay de-energize. 

24. For Buffalo Wild Wings and Popeye’s, a meter will need to be used to determine if it is energizing/de-

energizing the relay.  

25. After testing ensure the gas valves are turned back to the ON position. 


