
 Bulletin 2003-22-ABDE

Service Bulletin
(This bulletin and all other active bulletins are downloadable from our website at www.frymaster.com/parts_service.)

Frymaster L.L.C., 8700 Line Avenue, P.O. Box 51000, Shreveport, LA  71135-1000
Shipping Address:  8700 Line Avenue, Shreveport, LA  ZIP 71106

TEL 318-865-1711 FAX 318-219-7135 24-Hour SERVICE HOTLINE 800-551-8633
WebSite - http://www.frymaster.com/service

E-mail - service@frymaster.com

Bulletin 2003-22-ABDE Page 1 of 1 Date: 02/14/2003

SUBJECT: Flexible S/S Oil Return Lines and Adapters

This bulletin cancels and replaces Service Bulletin 2003-18-ABDE.  Remove bulletin
2003-18-ABDE from your active files.

The table below lists the lengths and part numbers of the stainless steel flexlines used in
Frymaster oil return plumbing.  The flexlines come with a 7⁄8-inch female fitting on each
end.  Adapters are required for attaching the lines to standard ½-inch NPT pipe nipples or
fittings.  Add ¾-inch to the overall length of the flexline for each adapter used.

17.50 (± 1.00)

Typical Flexline

LENGTH PART NUMBER LENGTH PART NUMBER
3.0-inch 8101160 13.0-inch 8101057
4.5-inch 8101339 17.5-inch 8101369
5.0-inch 8101159 21.0-inch 8101400
6.5-inch 8101680 21.5-inch 8101068
8.5-inch 8101067 29.5-inch 8101069
9.5-inch 8101043 53.5-inch 8101056

11.5-inch 8101055

The adapters and their part numbers are shown below.

1.55

8101668

1.91

8101669

NOTE:  Be aware that these are flexible metal lines.  Consequently, the length of a
particular line can vary as much as ± ½ inch on shorter lines and ± 1 inch on longer lines,
depending upon whether the line has been stretched or compressed in handling.


